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SPEED UP 
YOUR INSERT 
REPLACEMENT

See the 
DTD500 

in action

DTD500 
ELECTRIC 
INSERT  
DRIVER
WITH TWO-IN-ONE  
TORQUE MANAGEMENT

	� Up to 50% faster insert replacement 

	� ~400 loosening/tightening operations per charge

	� Includes 5 magnetic Torx bits (T8, T15, 8IP, 15IP and 20IP)



DTD500
ELECTRIC SCREWDRIVER AND 
TORQUE WRENCH COMBINED 
IN ONE POWERFUL TOOL.

	� DC 3.7V (Embedded Li-ion battery)

	� 970 mAh capacity

	� No-load rotation speed: 270 min-1

	� 6.35 mm hexagonal flat-to-flat chuck 
capability

	� Dimension: 221 x 50 x 55 mm

	� Weight: 570 g

Maximum 1 N·m electric torque.

1-5 N·m manual preset torque 
(adjustable in 0.05 N·m increments)

TWO-IN-ONE TORQUE CONTROL

Loosens and tightens screws using 
electric power, then precisely tightens 
them to the manually set torque.

BRIGHT LED LIGHT

Built-in LED flashlight illuminates the 
working area for better comfort.

USB CHARGING (TYPE-C)

Easy recharging via USB Type-C, using 
the included 1-meter charging cable.
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